
Overview

Pure luxury: This exclusive model fulfils every requirement when it comes
to design, functionality and material. Extreme robustness, the quality
finishing and in particular its flexibility makes the 'Admiral' the perfect
holiday companion for every holiday destination and any time of year.

Your canopy can be assembled in a matter of minutes! Thanks to the
removable front and side walls, assembly by hand is child?s play.

Both front wall segments can be interchanged as required. For the popular
veranda effect, simply roll down the front wall sections hollow seams with
Velcro fasteners for extra poles are provided below the windows.



Overview

Outside the sun is blazing down, but the interior of the tent remains
pleasantly cool: window flaps keep out the midday heat - Fans of southern
holiday destinations will be sure to appreciate this feature.
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Features

Tent depth: approx. 250 cm   Front wall: approx. 20 cm

Material: Roof, side walls and raised spray and ground flaps of high-quality, polyester fabric plastic-coated on
both sides, weather-resistant, painted and completely washable.Front wall of spinneret-dyed Leacryl awning
fabric; rot-proof, weather-resistant, active breathing and thanks to the Scotchgard impregnation particularly
easy to care for; the special window film absorbs 90% of UV-radiation.

Front wall: 2-piece, segments interchangeable; windows and window flaps with zip fasteners; the entrance
door can be rolled upwards or to the side; Veranda effect possible, vertical and horizontal hollow seams with
Velcro fasteners, from Size 17 with 4 windows.

Side walls: removable; entrance door rolls away to the side; large gauze/film windows; double window flaps
with zip fasteners; all windows fitted with curtains; vertical and horizontal hollow seam for storm poles with
Velcro fasteners; an annex can be fitted by means of the double channel rails on the right side.

Stainless steel nameplate: For the outer wall of your &#147;Admiral&#148;, you will receive a stainless steel
nameplate, with your name engraved! Comprehensive information is provided in the Service section.

Poles: pre-fitted as standard; 28 x 1 mm steel; incl. canopy tensioning poles and distance pieces, from Size 11
with 2 additional roof poles, from Size 13 with 2 additional hurricane poles, from Size 18 with 4 additional
ridge poles, from Size 21 with 2 additional hurricane poles.
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Poles/framework overview::
Black – series equipment, orange – recommended additional poles

Size 11 - 12 
series equipment for size 11 - 12 

Size 13 - 17 
series equipment for size 13 - 17 

Size 18 - 20 
series equipment for size 18 - 20 

Size 21 
series equipment for size 21 



Details
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Sunroof attachment
fitted as standard, for easy attachment of the Shadow Comfort sun canopy (available
as an option)

Double wind corner
holds the side walls straight in case of vehicles with angled bow shape

Sewn-in hollow seams
for the need and unobtrusive insertion of additional canopy tensioning poles

Chafing protection
prevents damage to the tent skin by the clamp attachment to the poles, and extends
the life of the tent

Push-in fastener for safety belt already fitted.
For tents with storm roof, the belt is attached by eyes to the crown of the roof

Roof channel for Vario Clip elements
saves laborious assembly, also available in a set as an extra

Rain gutter channel for canopy rain gutter
for optimum water drainage, prevents the accumulation of water

Strong sewn-in storm tabs
for optimum force distribution and complete stability

Horizontal sleeves
To hold extra stabilising poles

Vertical sleeves
Vertical sleeves with Velcro fastening: Very easy to open and close for fastening the
middle pole leg.

Ventilation
regulates air circulation and keeps out draughts
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Details

Double curtain channel
for easy and fast hanging of curtains

Canopy tensioning poles and distance pieces
provide special stability

Poles/framework
for increased stability and reliability

Side wall curtains
ensure a pleasant living ambience

Double window flaps
complete protection during bad weather or heat

Concealed zip fasteners
for optimum protection and perfect sealing

Tent-pole fastener
prevents the tent skin from flapping in high winds; individual application (optional for
all models)

Double ground flap
conceals the tensioning pegs. Water runs off on the outside, the tent is sealed off
from the ground on the inside

Brass/stainless steel nameplate
for your personal address on the camping ground

Push-in fasteners for doors and windows flaps
extra large and handy

Pre-fitted poles
With the pre-fitted poles from dwt, putting up the tent is now quicker and easier. All
the individual poles are connected to each other by springs. This means you save
time looking for the appropriate parts. All you have to do is slot the individual poles
into one another. 
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Details



Details
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Vario clip elements
Vario clip elements (set of 5) offer ease of use and safety. No more tiresome
screwing. The special roof piping is already fitted as standard.

Caravan window awning

Sleeping tent
This sleeping tent fits into many tents types and annexes.

Annexes
An annex on the right-hand side with separate entrance door makes a handy sleeping
tent or spacious storage area. Ventilation windows with flaps ensure a pleasant
climate.



Overview

Series equipment: 2 diagonally opposed doors create shorter paths and
leave plenty of room for furniture.

Optional: The door in position 2 in alignment with the caravan door and a
double panorama window provide more light in the tent interior.

Optional: The standard door can be replaced by an arched door.



Overview

practical: the entrance door can be placed in direct alignment with the
caravan entrance door. 

secure: the windows can be securely closed with PVC flaps. 

Airy: With the parapet in the side walls 90 cm high, refrigerator and table
do not stand in the window. 



Overview

roomy: an annex can be added on to the side wall (the annex segment does
not form part of the series equipment, and is available as an optional extra).

cosy: the printed fabric interior roof lining provides a particularly
comfortable atmosphere. 
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Features

Required tent depth approx. 240 cm (Atelier 240)  approx. 280 cm (Atelier 280)  further tent depths on
request

Required roof shape! All-round roof (overhang approx. 30 cm) Storm roof (without overhang) Canopy roof
(overhang approx. 20 cm) 

Material: Roof, raised spray and ground flaps of high-quality, polyester fabric plastic-coated on both sides,
weather-resistant and completely washable.

Front wall (standard): 4-piece (1 door, 3 window segments), all sections can be interchanged and folded down
to form a veranda; windows with window flaps closed by zip fasteners; window films available with or without
printed window-bars; the entrance door can be rolled away upwards or to the side; vertical and horizontal
hollow seams with Velcro fasteners

Side walls (standard): 3-piece (1 door element, 1 large and 1 small ventilation window); all sections can be
interchanged; double window flaps (clear film and fabric cover) with zip fasteners, side wall windows with
curtains; window films available with or without printed window-bars; vertical and horizontal hollow seam for
storm poles, opened by Velcro tape; an annex can be added on the right.

Brass nameplate: For the outer wall of your "Atelier Chalet" you receive a brass nameplate with your name
embossed!

Poles: pre-fitted as standard; 28 x 1 mm steel; supplied with canopy tensioning poles and distance pieces, from
Size 11 with 2 additional roof poles, from Size 13 with 2 additional hurricane poles, from Size 18 with 4
additional ridge poles; from Size 21 with 4 additional hurricane supports
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Poles/framework overview::
Black – series equipment, orange – recommended additional poles

All-round roof size 11 - 12
series equipment for size 11 - 12 

All-round roof size 13 - 17
series equipment for size 13 - 17 

All-round roof size 18 - 20
series equipment for size 18 - 20 

All-round roof size 21 - 22
series equipment for size 21 - 22 

Canopy size 11 - 12
series equipment for size 11 - 12 

Canopy size 13 - 17
series equipment for size 13 - 17 

Canopy size 18 - 20
series equipment for size 18 - 20 

Canopy size 21 - 22
series equipment for size 21 - 22 

storm roof size 11 - 12
series equipment for size 11 - 12 

storm roof size 13 - 17
series equipment for size 13 - 17 

storm roof size 18 - 20
series equipment for size 18 - 20 



storm roof size 21 - 22



series equipment for size 21 - 22



Details
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Sunroof attachment
fitted as standard, for easy attachment of the Shadow Comfort sun canopy (available
as an option)

Double wind corner
holds the side walls straight in case of vehicles with angled bow shape

Sewn-in hollow seams
for the need and unobtrusive insertion of additional canopy tensioning poles

Chafing protection
prevents damage to the tent skin by the clamp attachment to the poles, and extends
the life of the tent

Push-in fastener for safety belt already fitted.
For tents with storm roof, the belt is attached by eyes to the crown of the roof

Roof channel for Vario Clip elements
saves laborious assembly, also available in a set as an extra

Rain gutter channel for canopy rain gutter
for optimum water drainage, prevents the accumulation of water

Strong sewn-in storm tabs
for optimum force distribution and complete stability

Horizontal sleeves
To hold extra stabilising poles

Vertical sleeves
Vertical sleeves with Velcro fastening: Very easy to open and close for fastening the
middle pole leg.

Ventilation
regulates air circulation and keeps out draughts
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Details

Double curtain channel
for easy and fast hanging of curtains

Canopy tensioning poles and distance pieces
provide special stability

Poles/framework
for increased stability and reliability

Side wall curtains
ensure a pleasant living ambience

Double window flaps
complete protection during bad weather or heat

Concealed zip fasteners
for optimum protection and perfect sealing

Tent-pole fastener
prevents the tent skin from flapping in high winds; individual application (optional for
all models)

Double ground flap
conceals the tensioning pegs. Water runs off on the outside, the tent is sealed off
from the ground on the inside

Brass/stainless steel nameplate
for your personal address on the camping ground

Push-in fasteners for doors and windows flaps
extra large and handy

Vertical hollow seams with Velcro fasteners
for extra poles, particularly convenient to open and close
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Details

Horizontal hollow seams with Velcro fasteners
for extra poles, particularly convenient to open and close

tent-peg
Individual, fully-adjustable tent-peg positioning

interior roof
The textile interior roof lining comes as standard. This reduces the level of
condensation, conceals the framework and thus creates a pleasant and cosy
atmosphere in the tent.

Pre-fitted poles
With the pre-fitted poles from dwt, putting up the tent is now quicker and easier. All
the individual poles are connected to each other by springs. This means you save
time looking for the appropriate parts. All you have to do is slot the individual poles
into one another. 



Details
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Vario clip elements
Vario clip elements (set of 5) offer ease of use and safety. No more tiresome
screwing. The special roof piping is already fitted as standard.

Caravan window awning

Sleeping tent
This sleeping tent fits into many tents types and annexes.


