Overview

The Fjord lll model is ideal for the popular minivans of Mercedes, VW,
Ford, Peugeot and Citroen. Attachment to the roof railing is simply done
using Velcro strips! Because of its compact dimensions, it will fit on any
camp site. Equipment and handling are simply the best — using the all-round
zZip, you can put in a ground sheet very quickly and also suspend an inner
tent without problem.

The tent is free-standing. The three roof poles running inside the roof make
this possible. Whilst you are away, the tent serves as a storage area for
camping furniture or bikes.
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The flexible guys, which make the tent secure, are attached to the three
frame channels.

The poles are fixed with high-quality closures.
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The front wall can be completely removed using the zips.
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Fjord 111

Tent depth: approx. 240 cm Tent width: approx. 340 cm For dormobiles with a rain gutter height of
180&#150;220 cm

Material: of 75D polyester fabric 195 T, PU-coated and particularly tear-resistant; water column 3,000 mm.
Front wall: removable and divisible, with large clear film window incl. curtain in the left half.

Side walls: each with ventilation window (one half gauze, the other half clear film), with fabric flap and zip
fastener, completely closable.

Rear wall: opening to 2 widths, with adjustable windbreak, connecting channel with hollow seam for the
channel pole and preparation for channel insert. The tent is attached to the channel rail of the vehicle with the
aid of a channel adapter.

Equipment: internal welded seams, zip fastener provided for subsequent fitting of a groundsheet; ground flaps.

Delivery contents: Tent skin, poles/framework incl. channel pole, curtains, guy ropes, ground spikes, pole
packing bag and carrying bag.

Poles: long-life poles (sheathed FRP) 12.7 mm, incl. three telescopic roof tensioning poles and channel pole of
aluminium.

This will take you to the fastening options!

Poles/framework overview::
Black — series equipment, orange — recommended additional poles

Size |
m series equipment for size |
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Fjord 111

wind break
The sewn-in windbreak on the rear wall can, if necessary, be rolled back. Clamp it to
the opposite side using the hook and secure it to the ground with pegs.

ventilation window
There is a ventilation window with outside flap in both side walls.

ventilation flap
Open the three zips and you have gable ventilation, through which warm air can
escape.
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Fjord 111

Suction cups

With the aid of the suction cup, the channel pole can be attached even without a rain
gutter or channel rail: the pole is simply clamped firmly into the suction cup, which is
then attached to the clean and dry vehicle roof surface.

Sleeping tent

sleeping tent with complete gauze insert in the entrance door, the door can also be
closed off from view by the active breathing fabric; channel adapter set with PVC
hard channel insert and connection adapter, and suction cups.

Channel rail adapter set
A real innovation: for vehicles without a rain gutter, we offer an optional channel rail
adapter set for attachment of the tent (available as an optional extra).

Floor
Available as an optional extra, a groundsheet can also be fitted by means of the
all-round, standard zip fastener - simply and in a matter of moments!

Magnetic adapter

The magnetic adapter offers an alternative way of attaching camper van tents to the
vehicle! Sewn onto one side of the textile-covered magnetic strip is piping, which is
connected to the tent by a double piping rail enclosed. Intended particularly for
mobile campers, who wish to leave the tent standing on the campsite during the day,
this adapter provides for simple handling and a good grip on the vehicle.




Overview

The Globus Il has been a popular model for many years. This particularly
comfortable travelling companion is now available in three sizes - enabling
everyone to find their ideal tent!

In Size 2 and 3 the front and side wall sections are removable and
replaceable; the divisible rear wall can be rolled up.

Outstandingly flexible: the door and window elements can be interchanged
and positioned as required!



Overview

In Size | the tent has a |-piece front wall which can be folded down or
removed, and two fixed side walls with one door.
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For dormobiles from 250 &#150; 300 cm in height and up to 275 cm door opening height.

Material: Roof in Size | of polyester fabric plastic-coated on both sides, in Size 2 and 3 of completely synthetic
material, coated on the outside and washable; walls of trailtex fabric, active breathing, extremely tear-resistant
and washable.

Front/Side walls: vertical; |-piece for Size |, |-piece front wall removable and can be folded down to form a
veranda; for Size 2 and 3 4-piece, all wall sections removable and interchangeable; two entrance possibilities:
door can be placed at any position and rolled up; with ventilation window (gauze/film), closable with embossed
film flap with zip fasteners; for Size | with two fixed side walls and door; horizontal hollow seams for storm
poles.

Rear wall: sewn-in, divisible and can be individually rolled up.
Delivery contents: Tent skin, poles/framework, curtains, guy ropes, ground spikes, pole packing bag.

Poles: Size | with 25 x | mm steel, Size 2 and 3 with light 28 x | mm aluminium poles.

Poles/framework overview::
Black — series equipment, orange — recommended additional poles

Size |
series equipment for size |

Size2+3
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Horizontal sleeves
To hold extra stabilising poles

aluminium poles
Sizes 2 and 3 come with strong, light aluminium poles as standard!
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